
 Avfuktare Flexisorb

ECONOSORB / FRIGOSORB

Flexibel design

Kundanpassad

Tvättbar rotor

Energisnål och miljövänlig

Optimerad styrning

Utdragbar rotorenhet

Avfuktningskapacitet vid 20°C / 60%RF

10 - 148 kg/h
Torrluftfl öde

1400 - 33700 m³/h

Flexisorb:
Ett aggregat, många lösningar! Flexisorbsystemet 

gör att varje aggregat kan  anpassas till kundens 

specifi ka behov.

Utsnitt ur en avfuktarrotor 

från Seibu Giken. Tack vare de 

många kanalerna i SSCR rotorn 

tas fukten upp extra effektivt!



Seibu Giken DST AB

Avestagatan 33  |  SE-163 53 Spånga, Sweden

Tel +46 8 445 77 20  |  Fax +46 8 445 77 39

www.dst-sg.com  |  info@dst-sg.com
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Econosorb Frigosorb
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Rätten till ändringar utan föregående meddelande förbehålls. Installationsritning fi nns att ladda ner från www.dst-sg.com
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Econosorb - The most energy efficient dehumidifier. Low dry air temperature. 
Unit Process air flow Capacity * Delta-x ** Compr. power Total power 
EF-081E 1 400 m3/h 10,7 kg/h 8,3 g/kg 3,5 kW 4,1 kW
EF-101E 2 400 m3/h 17,4 kg/h 7,9 g/kg 4,5 kW 6,0 kW
EF-102E 4 000 m3/h 30,0 kg/h 8,1 g/kg 7,8 kW 10,3 kW
EF-122E 6 400 m3/h 47,0 kg/h 8,0 g/kg 13,3 kW 17,7 kW
EF-152E 9 000 m3/h 65,0 kg/h 7,8 g/kg 18,4 kW 24,5 kW
EF-172E 10 500 m3/h 78,0 kg/h 8,0 g/kg 23,4 kW 28,9 kW
EF-192E 12 000 m3/h 93,0 kg/h 8,4 g/kg 27,9 kW 34,5 kW
EF-222E 15 000 m3/h 115,0 kg/h 8,3 g/kg 36,8 kW 46,2 kW
EF-242E 18 700 m3/h 148,0 kg/h 8,6 g/kg 47,4 kW 59,5 kW
EF-081T 1 300 m3/h 10,5 kg/h 13,5 g/kg 4,3 kW 4,9 kW
EF-101T 2 500 m3/h 18,5 kg/h 12,3 g/kg 7,4 kW 8,6 kW
EF-102T 2 900 m3/h 22,0 kg/h 12,6 g/kg 8,8 kW 10,2 kW
EF-122T 3 400 m3/h 28,0 kg/h 13,7 g/kg 11,2 kW 13,0 kW
EF-152T 6 000 m3/h 49,0 kg/h 13,6 g/kg 17,5 kW 21,6 kW

Wk 6,92Wk 9,32gk/g 6,31h/gk 0,26h/3m 006 7T271-FE
Wk 8,54Wk 0,73gk/g 9,31h/gk 0,69h/3m 005 11T291-FE

etamilc laciport rof - T .etamilc naeporuE rof -E

saelp setamilc rehto rof ,ria noitareneger dna ria ssecorp htob rof HR%06/C0°2 ta * e refer to correction diagram
snoisrev T rof gk/g 22 / °C33 ta ,snoisrev E rof gk/g41 / C0°3 ta **

Frigosorb - Energy efficient dehumidifier with no need to extract wet air, only condensation

Unit Air flow Capacity *
Compressor
power Total power 

FF-81 3 700 m3/h 10,2 kg/h 4,2 kW 5,7 kW
FF-101 5 200 m3/h 14,4 kg/h 5,9 kW 8,0 kW
FF-102 7 400 m3/h 17,0 kg/h 7,0 kW 9,5 kW
FF-122 12 000 m3/h 28,0 kg/h 9,5 kW 14,4 kW
FF-152 20 900 m3/h 50,0 kg/h 21,0 kW 32,9 kW
FF-172 26 600 m3/h 63,0 kg/h 26,5 kW 41,5 kW
FF-192 33 700 m3/h 80,0 kg/h 33,6 kW 52,6 kW

Wet air flow controlled to have constant condenser pressure in the heat-pump, lowest (winter) is half of process air, highest 
(summer) is double the process air on E-versions, 3 times on Tropical version

* at 20°C / 60%RH, for 
  other climates please 
  refer to correction 
  diagram

Correction diagram for Econosorb
Eu ro pe an climate (E)

Correction diagram for Econosorb
Tropical climate (T)
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The dehumidifying capacity is estimated as the nominal capacity from the 
table (on the reverse side of this document), multiplied by the factor   K  from 
the correction diagram. For inlet conditions of 20°C/60%RH, the data given is 
correct for all models. For all other inlet conditions, the correction factor can 
vary ±10% for different size units.
The dry air temperature for Frigosorb is calculated with help from the below 
formula and with the K-factor from the diagram for Frigosorb.

Restriction line
Standard units must only operate 
with process air inlet in between 
these two lines . Re ge ne ra tion inlet 
tem pe ra tu re can be from -20°C up 
to restriction line.

Water content g/kg

Dry air temperature cur-
ves, constant dry air temp, 
with process air inlet along 
the line.

Subject to change without notice.
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Restriction line
Standard units must only 
operate with process air 
inlet in between these 
two lines . 

t out= t in+(  K  * 4) + 6

Water content g/kg
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Correction diagram for Frigosorb
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The dehumidifying capacity is estimated as the nominal capacity from the table (on the reverse side of this document), multiplied by 
the factor   K  from the correction diagram. The dry air temperature for Econosorb is calculated from the above diagrams. 

S
E

 1
1.

01

Representanter i över 40 länder, se www.dst-sg.com


